
98 99www.pfaff-silberblau.com

3 3

98 99www.pfaff-silberblau.com

3 3

Contents

3.8 SHG range dimension plans 99-107
3.8.1 Type 1  100-103
3.8.1.1 Size G 15 100
3.8.1.2 Size G 25 101
3.8.1.3 Size G 50 102
3.8.1.4 Size G 90 103
  
3.8.2 Type 2  104-107
3.8.2.1 Size G 15 104
3.8.2.2 Size G 25 105
3.8.2.3 Size G 50 106
3.8.2.4 Size G 90 107
  
3.9 Special travelling nuts dimension plans 108-110
3.9.1 LWZ Travelling nut with trunnion 108
3.9.2 Travelling nut with hole pattern 108
3.9.3 EFM Single flange nut for ball screw (Ku) 109
3.9.4 LSF Travelling nut with flat surface 110
3.9.5 LSA Travelling nut with spherical support 110
  
3.10 Mounting positions, shaft/attachment side 111-112
3.10.1 SHE range 111
3.10.2 MERKUR range 111
3.10.3 HSE range 112
3.10.4 SHG range 112
  
3.11 Ordering details 113-114
3.11.1 SHE range 113
3.11.2 MERKUR range 113
3.11.3 HSE range 113
3.11.4 SHG range 114
  

Screw jacksScrew jacks



100 101www.pfaff-silberblau.com

3 3

100 101www.pfaff-silberblau.com

3 3

3.8 SHG range dimension plans

 Ratio Ød j6 Q (DIN 6885)

 2:1 18 A 6x6x25

 3:1 12 A 4x4x25

3.8.1 Type 1

3.8.1.1 Size G 15
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(**) = With run-out prevention system/
  version with Ku-screw on request
Sf  = Protection tube with guide ring
F  = Guide ring (standard)
V  = Anti-turn device
VL  = Screw extension
* = Dimension plan of Ku-screw 20x20 
  with head M14 on request
Special design on request
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Oil drain 
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3.8 SHG range dimension plans

3.8.1.2 Size G 25

1) 2) 3) 4)

F  = Guide ring (standard)

S  = Protection tube

V  = Anti-turn device

Sf =  Protection tube with 

  guide ring

Al =  With mounting brackets

VL  = Screw extension

Head type I Head type II Head type III Head type IV

Mounting brackets

Li
ft+
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20
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44
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85

 Q (DIN 6885)

 A 8x7x36

Screw jacksScrew jacks

Options:
Dimension plans of the options available on request
1)  Stroke shutoff
2)  Anti-turn device with stroke shutoff
3)  Long safety nut (VB14)
4) Ball screw
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3.8 SHG range dimension plans

 Ratio Ød j6 Q (DIN 6885)

 2:1 32 A 10x8x45

 3:1 28 A 8x7x45

3.8.1.3 Size G 50
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(**) = With run-out prevention system/
  version with Ku-screw on request
Sf  = Protection tube with guide ring
F  = Guide ring (standard)
V  = Anti-turn device
VL  = Screw extension
* = Dimension plan of Ku 32x10 on request
Special designs on request

Head type II Head type IV Head type GK
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3.8 SHG range dimension plans

 Ratio Ød j6 ØD1 L1 L2 L3 Q (DIN 6885)

 2:1 55 150 215 305 90 A 16x10x80

 3:1 40 120 230 310 80 A 12x8x63

3.8.1.4 Size G 90
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M16x18 tief
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Kopf IV

Kopf GK
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M16x18 deep

(**) =  With run-out prevention system/
  version with Ku-screw on request
Sf  = Protection tube with guide ring
F  = Guide ring (standard)
V  = Anti-turn device
VL  = Screw extension
Special design on request
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3.8 SHG range dimension plans

 Ratio Ød j6 Q (DIN 6885)

 2:1 18 A 6x6x25

 3:1 12 A 4x4x25

3.8.2 Type 2

3.8.2.1 Size G 15

Options:
Dimension plans of the options available 
on request
1)  Ball screw and flange nut, 
 see chapter 3.9.2/3.9.3
2)  Short safety nut 
3)  Long safety nut

1)  2)  3)  

Screw jacksScrew jacks

Ölablass-
schraube

N
L=
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+
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M8x10 deep

M10x16 deep

 Head type I

Oil drain 
port

*

* Further nut types see Chap. 3.9.1 - 3.9.5
Special designs on request
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3.8 SHG range dimension plans

3.8.2.2 Size G 25

Options:
Dimension plans of the options available on request
1)  Ball screw and flange nut, see chapter 3.9.3
2)  Short safety nut
3)  Long safety nut

3)  2)  1)  

H = Long cover 

K = Short cover

Al = With mounting brackets

Head type I Head type III

Mounting brackets

N
L=
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ft+

12
0

 Q (DIN 6885)

 A 8x7x36
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3.8 SHG range dimension plans

3.8.2.3 Size G 50

 Ratio Ød j6 Q (DIN 6885)

 2:1 32 A 10x8x45

 3:1 28 A 8x7x45

Options:
Dimension plans of the options available 
on request
1)  Ball screw and flange nut, 
 see chapter 3.9.2/3.9.3
2)  Short safety nut
3)  Long safety nut

1)  2)  3)  

Screw jacksScrew jacks
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N
L=

Li
ft

+
13

0

M10x22 deep

M12x25 deep

     Head type I

Oil drain 
port

*

* Further nut types see Chap. 3.9.1 - 3.9.5
Special designs on request
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3.8 SHG range dimension plans

3.8.2.4 Size G 90

   Ratio Ød j6 ØD1 L1 L2 L3 Q (DIN 6885)

  2:1 55 150 215 305 90 A 16x10x80

  3:1 40 120 230 310 80 A 12x8x63

 Options
Dimension plans of the options 
available on request
1)  Ball screw and flange nut, 
 see chapter 3.9.2/3.9.3
2)  Short safety nut
3)  Long safety nut

1)  2)  3)  

Screw jacksScrew jacks
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M16x18 deep

     Head type I

Oil drain 
port

*

* Further nut types see Chap. 3.9.1 - 3.9.5
Special designs on request




